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SENSOR SERIAL NUMBER: 6619
CALIBRATION DATE: 23-Jan-14

SBE19plusV2 CONDUCTIVITY CALIBRATION DATA
PSS 1978: C(35,15,0) = 4.2914 Siemens/meter

 
COEFFICIENTS:

g = -1.020897e+000

h =  1.445743e-001

i = -1.882340e-004

j =  3.449891e-005

CPcor = -9.5700e-008

CTcor =  3.2500e-006

 

 BATH TEMP       BATH SAL    BATH COND     INST FREQ       INST COND         RESIDUAL

       (ITS-90)             (PSU)           (Siemens/m)            (Hz)               (Siemens/m)         (Siemens/m)

  22.0000     0.0000    0.00000    2659.69     0.0000      0.00000

   1.0000    34.7015    2.96709    5252.75     2.9671     -0.00000

   4.4999    34.6821    3.27330    5450.04     3.2733      0.00000

  14.9999    34.6399    4.25225    6036.94     4.2523      0.00001

  18.5000    34.6310    4.59643    6229.89     4.5964     -0.00001

  24.0000    34.6212    5.15280    6529.48     5.1528      0.00000

  28.9999    34.6160    5.67318    6797.44     5.6732      0.00000

  32.4999    34.6128    6.04449    6982.18     6.0445      0.00000

 

f = INST FREQ / 1000.0

Conductivity = (g + hf
2
 + if

3
 + jf

4
) / (1 + δt + εp) Siemens/meter

t = temperature[°C)]; p = pressure[decibars]; δ = CTcor; ε = CPcor;

Residual = instrument conductivity - bath conductivity

Date, Slope Correction
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Conductivity (Siemens/m)

07-Aug-10 0.9998059
23-Jan-14 1.0000000


